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Figure 55. TTri-SStat IInterior DDetail VView
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TRI-STAT SET UP
The Tri-Stat is shipped from the factory for BACnet® operation.  If Modbus® operation is desired, proceed to the TRI-SSTAT
MODBUS® CONFIGURATION section of this document.  

TRI-STAT BACnet®® CONFIGURATION
The following paragraphs detail the initial set up instructions for the Tri-Stat when using a BACnet® device operation.
Refer to Appendix A - Tri-Stat BACnet® Device Operating Parameters for additional detail.  

J1 - TTri-SStat RRS485 NNetwork TTermination SSelection
The Tri-Stat includes a network termination selection jumper at J1 (shown in Figure 4) to permit device installation at any
point on an RS-485 network.  When the Tri-Stat is located at either end of an RS-485 network or segment, it is recom-
mended that the jumper at J1 be installed across both pins of J1.  When the Tri-Stat is located at any other point on the
RS-485 network, no termination is recommended, and the jumper should not be installed across J1.

Setting TTri-SStat TTime
The internal Tri-Stat clock must be set prior to placing the instrument in operation, or in the event of loss of power to the
instrument.  The Tri-Stat clock is used to establish the lowest CO2 level.

Note: 
When iinitially ppowered oon ((or ffollowing aan iinterruption oof 224 VVAC ppower), tthe TTri-SStat
internal ttime iis sset aat 000:00:00 ((midnight). TThe TTri-SStat wwill bbegin rrecording CCO2 PPM
levels bbased oon aa 224-hhour pperiod sstarting aat 000:00:00 aand eending aat 223:59:59. IIn
order ffor tthe CCO2 sensor tto rrecord CCO2 levels aaccurately, tthe ccorrect ttime mmust bbe
entered. 

The Tri-Stat time setting must be re-synchronized with the network following a power loss or interruption.  For BACnet®

applications, a timesync command (see Appendix A) must be sent to the Tri-Stat using appropriate network software.  For
Modbus® applications, the current time (in hours and minutes) must be reset using appropriate network software at reg-
isters 30025 and 30026 respectively (see Appendix B).

SW1 - TTri-SStat CConfiguration DDIP SSwitch SSettings
The configuration DIP switch contains eight separate dual-position switches in a dual inline package (DIP) as shown in
Figures 5 and 6.  These switches allow for setting the following Tri-Stat network parameters: 

• Setting the MAC Address/Slave ID - using Switches 1 through 7

• Setting BACnet® Device Object Instance Number (if the same as the MAC Address) - using Switch 8 

• Setting BACnet® Baud Rate - using Switches 1 through 4 

• Restoring Defaults - using Switches 1-8 

• Enabling Modbus® network operation - using Switches 1 through 4

• Performing CO2 Calibration - using Switches 1-8 

NOTE:

Prior to initializing the Tri-Stat, the MAC address and the baud rate parameters must
be assigned.  

The following paragraphs provide detail for setting the network parameters using Configuration DIP Switch SW1.
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Setting tthe MMAC AAddress
The default Tri-Stat MAC Address is set at the factory for a value of 2.  If it is necessary to change the MAC address use
switches 1 through 7 of SW1 to set the MAC Address to set any network address between 1 and 127 as follows: 
1. Deactivate 24VAC power to the Tri-Stat. 
2. Set SW1 switches 1-7 to the desired address as shown in Figure 7.  Record the new MAC address value for future

reference.
3. Reapply 24VAC power to the Tri-Stat.  After a short delay (approximately 20 seconds) the new MAC address is now

active.

NOTE:

When TTri-SStat cconfiguration iis ccompleted, cconfirm tthat tthe nnew MMAC aaddress hhas bbeen
set ccorrectly uusing aappropriate BBACnet® software

Changing BBACnet® Device OObject IInstance NNumber
The BACnet® Device Object Instance Number is set at the factory to match the factory default address of 2.  If necessary,
the BACnet® Device Object Instance Number can be set to match the assigned MAC address as follows: 
1. Deactivate 24VAC power to the Tri-Stat. 
2. Slide DIP Switch 8 to the ON position. 
3. Restore 24VAC power to the Tri-Stat.  Allow a short delay (approximately 20 seconds) for the new BACnet® Device

Object Instance Number to be recognized.
4. Restore DIP Switch 8 to the OFF position.

The BACnet® Device Object Instance Number can also be set to another value that does not match the MAC address by
using suitable BACnet® software to write to the Device Object Identifier property of the Device Object.  Refer to
Appendix A for additional detail.

ON

 SW1    SW2  SW3  SW4   SW5    SW6  SW7   SW8

1 2 3 4 5 6 7 8

off off off off off off off off 00

on off off off off off off off 1
off oon off off off off off off 2
on on off off off off off off 3

off

on on on on on on on off 127

MAC ADDRESS SETTINGS
SW1 DIP Switches 1-7

DIP Switch Number and Position

Only SW1 Switches 1 through 7 are used to 
set the MAC Address - See text for detail.

Network
Address

Figure 77. MMAC AAddress SSelection SSettings

Figure 66. SSW1 - CConfiguration DDIP SSwitch DDetail VView



Setting tthe MMS/TP BBaud RRate
The Tri-Stat is shipped from the factory for BACnet® operation with a baud rate of 76,800bps. The baud rate can be
changed to 38,400, 19,200 or 9,600bps as follows: 

1. Record the currently assigned MAC Address (SW1 switches 1 through 7 - See Figure 7).  
2. Set the desired baud rate using Address Switches 1 through 4 as shown in Figure 8.

3. Set DIP Switch 8 to the ON position. Allow a short delay (approximately 20 seconds) for the new baud rate to be rec-
ognized.

4. Restore DIP Switch 8 to the OFF position.
5. Restore DIP switches 1-7 to the MAC address recorded in step 1.

Restoring FFactory DDefault SSettings
The following procedure can be used to restore the factory default settings to the Tri-Stat: 
1. If the current MAC Address will be reused, record the currently assigned address (SW1 switches 1 through 7 - see

Figure 7).
2. Deactivate 24VAC power to the Tri-Stat. 
3. Set all 8 of the DIP switches (1-8) to the ON position. 
4. Restore 24VAC power to the Tri-Stat.  Allow a short delay (approximately 20 seconds) for the factory default settings

to be recognized.
5. Deactivate 24VAC power to the Tri-Stat.  
6. Set all 8 of the DIP switches (1-8) to the OFF position. 
7. Restore DIP switches 1-7 to the MAC address recorded in step 1. 
8. Restore 24VAC power to the Tri-Stat to return it to service with factory default settings.
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1 2 3 4 5 6 7 8

on off off off X X X X 76,800
off on off off X X X X 38,400
off off on off X X X X 19,200
off off off on X X X X 9,600

Baud Rate Selection
SW1 DIP Switches 1-4

ADDRESS DIP Switch Number/Position

Only SW1 Switches 1 through 4 are used to set the 
Baud Rate - See text for detail.

MS/TP
Baud Rate

Figure 88. BBaud RRate SSelection SSettings
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TRI-STAT MODBUS® CONFIGURATION
The Tri-Stat is initially preconfigured at the factory for BACnet® network operation.  To set the Tri-Stat for Modbus® network
operation, perform the following steps.  Refer to Appendix B - Tri-Stat MODBUS® Device Operating Parameters for available
register values and settings.

1. The default network address is set at the factory for a value of 2.  Any value between 1 and 127 can be assigned for
the using Configuration DIP Switch SW1 as previously outlined in the Setting tthe MMAC AAddress paragraph of this doc-
ument.  If the current network address will be reused, record the current settings of DIP switches 1 through 7.

2. With the Tri-Stat powered on, set Configuration DIP switches 1 through 4 to the ON position.
3. Toggle DIP switch 8 ON for 5 seconds, and then back OFF.
4. Restore DIP switches 1-7 to the network address recorded in step 1.
5. The Tri-Stat is now set for Modbus® operation with a baud rate of 19,200bps.  If necessary, the baud rate can be

changed as outlined previously in the Setting tthe BBaud RRate paragraph of this document.  

6. Configure the necessary Modbus® register values as outlined in Appendix B.  

TRI-STAT START-UP
The following procedure is intended for initial start up of the instrument.  

1. Confirm that the Tri-Stat is installed and wired properly as outlined in TRI-SSTAT IINSTALLATION and TRI-SSTAT IINTER-
CONNECTIONS sections of this document.

2. Confirm that network termination, address, baud rate and device object instance number (as applicable) have all
been properly set as outlined previously in the TRI-SSTAT BBACnet® CONFIGURATION or TRISTAT MMODBUS® CONFIGURA-
TION sections of this document.

3. Apply 24VAC power to the Tri-Stat.  After a brief initialization (approximately 20 seconds) observe that the green
Activity LED flashes on for 1 second, then OFF for one second indicating normal operation.

4. Install Tri-Stat cover by engaging the small molded hinges at the top of the cover with the base, and gently swinging
the cover downward into the closed position.  The cover will  latch via the tab located at the bottom of the enclosure.
If required, install the Security/Tamper resist screw at the bottom of the Tri-Stat enclosure (as shown in Figure 3).

5. Using suitable software, set current Tri-Stat Time (refer to Appendices A and B for BACnet® and Modbus® network
details).

6. Confirm network device settings and operation using Appendices A and B for BACnet® and Modbus® applications
respectively.

6. The Tri-Stat is now ready for normal network operation.

TRI-STAT NORMAL OPERATION
During normal operation of the Tri-Stat, no further user activity is required.  

The Tri-Stat features a green “Activity” light emitting diode (LED - see Figure 5) that flashes to indicate the operating sta-
tus of the instrument.  Following application of 24VAC power and a brief instrument initialization of approximately 20 sec-
onds the LED will begin to flash.

During normal Tri-Stat operation the Activity LED will continuously flash ON for 1 second, then OFF for 1 second.  

During Tri-Stat fault conditions, the LED will continuously flash ON for 2 seconds, and then OFF for 2 seconds.  

Refer to Appendix A and Appendix B for BACnet® and Modbus® device network values available during operation of the Tri-
Stat.
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TRI-STAT MAINTENANCE
In most HVAC environments, periodic maintenance and calibration is not required or recommended.  If calibration of the
CO2 sensor is required, refer to the applicable procedures that follow for BACnet® or Modbus® CO2 Sensor Calibration.

The Tri-Stat features a patented ABC Logic™ (Automatic Background Calibration) CO2 self-calibration system that virtu-
ally eliminates the need for manual calibration in applications where indoor CO2 level drop to outside outside ambient
conditions (approximately 400 ppm) at least three times in a 14 day period, typically during unoccupied periods.  ABC
Logic™ ensures that the CO2 sensor will typically reach its operational accuracy after 25 hours of continuous operation
at a condition that it was exposed to ambient reference levels of air at 400 ppm ±10 ppm CO2.  With ABC Logic enabled,
the CO2 sensor will perform to specified accuracy provided that it is exposed to the reference value at least four times
in 21 days, and the reference value is the lowest concentration to which the sensor is exposed.  All Tri-Stat sensors are
set at the factory with the ABC Logic™ self calibration feature turned ON.  In facilities that are continuously occupied for
24 hours per day, or where there could be significant sources of non-occupant related CO2 such as greenhouses, brew-
eries and other industrial and food processing applications, the ABC Logic™ should be turned OFF.  Refer to Appendices
A and B for the specific BACnet® and Modbus® network command options to disable the ABC Logic feature.

BACnet® CO2 SSensor CCalibration
It is not necessary to recalibrate the CO2 sensor after installation. The ABC Logic algorithm will begin recording C02 data
immediately, and after 24 hours will adjust sensor measurements to ensure accurate and consistent readings.  If
desired, the CO2 sensor may be calibrated at a single point using a pre-mixed reference CO2 gas, or using ambient air
with CO2 measured by a reference sensor at CO2 levels of 0-10,000PPM.  Perform calibration in a stable room temper-
ature environment where there are no significant air drafts or temperature variations during the procedure. 

CAUTION

A aa ssuitable ppressure rregulator mmust bbe pprovided tto eensure tthat rreference ggas ssupply
is mmaintained aat 77 PPSI.  DDamage tto tthe CCO2 ssensor wwill ooccur iif eexcessive ppressure iis
applied tto tthe ssensor pports.

1. Ensure that 24VAC power is applied to the Tri-Stat during calibration of the instrument.
2. Set the reference gas regulator adjustment knob to the fully OFF position.
3. Remove the port covers from the Tri-Stat CO2 calibration ports (Figure 9) and attach suitable tubing from the refer-

ence gas regulator to either port.
4. Check all reference gas connections to ensure there are no leaks, and no kinks in the tubing to the Tri-Stat port.
5. Record the current network address of the Tri-Stat (SW1 DIP switches 1-7). 
6. Apply 24VAC power to the Tri-Stat and allow it to stabilize.  
7. Set DIP switches 1-4 to OFF, and switches 5-8 to the ON position.  The Tri-Stat is now in Calibration mode.
8. Set reference gas supply flow ON and ensure that pressure of 7PSI is applied to the Tri-Stat sensor port.
9. Allow the reference gas to flow for 1 minute.
10. Using BACnet® software, write the value of the reference gas CO2 level in PPM to AV5 (Single Point PPM).
11. During the next 3 minutes, as the Tri-Stat continues calibration, observe the Tri-Stat CO2 AV5 value as follows:

a) A -1 value indicates that the new calibration value has been successfully written. 
b) A -2 value indicates that calibration has been accomplished successfully.  
c) A -3 value indicates that calibration was not successful. If this occurs, restart the calibration procedure at step 9.

12. After the calibration has been completed successfully, restore the network address settings at DIP switches 1-7 to
the values recorded in Step 5, and then, set switch 8 to the OFF position to restore Tri-Stat normal operation.

This completes BACnet® CO2 sensor calibration for the Tri-Stat.
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Modbus® CO2 SSensor CCalibration
Calibration of the CO2 sensor in a Modbus® network environment is the same as described for BACnet® however use suit-
able Modbus® software to permit access and modification of register 30023 (CO2 Sensor Calibration 2-byte register
value).

BACnet® NETWORK DEVICE OPERATING PARAMETERS
Appendix A contains a detailed listing of all Tri-Stat BACnet® network variables and values.

MODBUS® NETWORK DEVICE OPERATING PARAMETERS
Appendix B contains a detailed listing of all Tri-Stat Modbus® network variables and values.

TRI-STAT STANDARD LIMITED PARTS WARRANTY
If any EBTRON product fails within 36 months from shipment (12 months for the CO2 module), EBTRON will
repair/replace the device free of charge as described in the company’s warranty contained in EBTRON’s Terms and
Conditions of Sale.  Defective equipment shall be shipped back to EBTRON, freight pre-paid, for analysis.

TRI-STAT CO2 CALIBRATION PORTS
(USE EITHER ONE)

Figure 99. TTri-SStat CCO2 Calibration PPorts

TRI-STAT CO2 SENSOR MODULE
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APPENDIX A - 
BACnet® NETWORK DEVICE OPERATING PARAMETERS

TRI-SSTAT BBACNET® OVERVIEW
There are a total of 20 BACnet® objects associated with the Tri-Stat. These objects permit display of current values,
configuration of the Tri-Stat, and calibration of the CO2 sensor. There are five BACnet® object categories for the Tri-Stat
(below) that are described in the following paragraphs.

BACnet® Device Object
BACnet® Analog Input (AI) Objects
BACnet® Analog Value (AV) Objects
BACnet® Binary Value Objects
BACnet® Notification Class Object

BACnet® Device OObject
The device object allows configuration of the Tri-Stat. Object properties can be specified as shown in Table A1. 

BACnet® Analog IInput ((AI) OObjects
The analog input BACnet® objects permit display of the present values for the items detailed in Table A2.  In addition,
analog input alarms and change of value subscriptions for these objects can be configured as follows:

AI Alarm: Alarms can be configured for each analog input object (below) based upon a high limit, low limit and/or dead-
band value.  Recipients of these alarms are as specified by the Notification Class object as shown in Table A5.

AI COV: A confirmed or unconfirmed COV (Change of Value) notification can be subscribed to for each analog input
object (below).  The COV increment value can be set through each AI.

BACnet® Object Description 
Tri-Stat This object allows the operator to specify the following:

Device name 
Device location 
Time and Date 
Universal Time Coordinated Offset 
APDU properties 
MS/TP properties 
Object Identifier

BACnet® Object Default Present-Value Range Description 

CO2 PPM (AI1) Display Only NA Displays the present value of CO2 in parts per million. 

RH (AI2) Display Only NA Displays the present value of relative humidity in percent.

Temperature (AI3) Display Only NA Displays the present value of ambient room temperature in
degrees F (can be changed to degrees C if desired).

Table AA2. BBACnet® Analog IInput ((AI) OObjects

Table AA1. BBACnet® Device OObject
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BACnet® Analog VValue OObjects
The analog value BACnet® objects allow for configuration of variables that affect instrument operation and individual
sensor measurement accuracy.

BACnet® Object Default Present-Value Range Description

Elevation (AV1) 0 feet 0-5000 feet This object allows specifying the elevation that
the Tri-Stat is installed in feet above sea level. 

CO2 Sample Rate (AV2) 10 seconds 1-600 seconds This register specifies how often the CO2 sensor
is sampled in seconds. 

Lowest PPM (AV3) Present Value Any Value This object allows viewing the lowest CO2PPM
value for the past 24 hour period.  Any value
written to this object will reset the lowest CO2
PPM to the present reading. 

Baud Rate (AV4) 76,800 Optional This object allows specifying the RS485 Baud
rate. 

Single Point PPM (AV5) -1 0 to 10000 ppm This object allows calibration of the CO2 sensor. 

ABC Logic Status (AV6) 1 Either 1 or 2 Writing a '1' to this will turn the ABC Logic™ on,
writing a 2 will turn it off. This data is non-
volatile and saved by the CO2 module. 

CO2 Gain (AV7) 1 0 - 100 This object allows specifying a gain to the raw
CO2 sensor reading or to the Ebtron factory cali-
bration gain adjustment setting.

Relative Humidity Gain
(AV8)

1 0 - 100 This object allows specifying a gain to the raw
Relative Humidity sensor reading or to the
Ebtron factory calibration gain adjustment set-
ting.

Temperature Gain (AV9) 1 0 - 100 This object allows specifying a gain to raw
Temperature sensor reading or to the Ebtron fac-
tory calibration gain adjustment setting.

CO2 Offset (AV10) 0 +/-10,000 This object allows specifying an offset to raw
CO2 sensor reading or to the Ebtron factory cali-
bration offset adjustment setting.

Relative Humidity Offset
(AV11)

0 +/-100 This object allows specifying an offset to raw
Relative Humidity sensor reading or to the
Ebtron factory calibration offset adjustment set-
ting.

Temperature Offset
(AV12)

0 +/-200 This object allows specifying an offset to raw
Temperature sensor reading or to the Ebtron fac-
tory calibration offset adjustment setting.

Table AA3. BBACnet® Analog VValue OObjects
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BACnet® Binary VValue OObjects
The binary value BACnet® objects allow for application of the Ebtron factory calibration values for individual sensor gain
and offset factors.

BACnet® Notification CClass OObject
As detailed in Table 4.5, the notification class BACnet® object permits specifying a recipient's list for any alarms that
are required.

BACnet® Object Default Present-Value Range Description

Factory CO2 Gain/Offset Status
(BV1)

Active Active/ Inactive When this object is set to Active,
the CO2 sensor will operate with
the Ebtron factory calibration values
for gain and offset.

Factory Relative Humidity
Gain/Offset Status (BV2)

Active Active/ Inactive When this object is set to Active,
the Relative Humidity sensor will
operate with the Ebtron factory cali-
bration values for gain and offset.

Factory Temperature Gain/Offset
Status (BV3)

Active Active/ Inactive When this object is set to Active,
the Temperature sensor will operate
with the Ebtron factory calibration
values for gain and offset.

BACnet® Object Default Present-Value Range Description
Notification Class 1 NA NA This object allows specifying a recipients list for any

alarms that are required. Up to three event notifica-
tions can be created. 

Table AA5. BBACnet® Notification CClass OObject

Table AA4. BBACnet® Binary VValue OObjects
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APPENDIX B - 
MODBUS® NETWORK DEVICE OPERATING PARAMETERS

Tri-SStat MModbus® Register OOverview
There are a total of 31 Modbus® registers associated with the Tri-Stat.  These registers permit display of current values,
configuration of the device, and calibration of the CO2 sensor. They are grouped into the following categories:

6 read-only registers consisting of three 4-byte floats (high word/low word) detailed in Table B2.
14 read/write registers consisting of seven 4-byte floats (high word/low word) detailed in Table B3.
11 read/write 2-byte registers detailed in Table B4.

Table B1 identifies the Tri-Stat supported standard Modbus® command functions.

Modbus® 4-BByte FFloats - RRead OOnly PProperties
The 4-byte floats with read only properties permit display of each of the three sensors values in the Tri-Stat as detailed
in Table B2.

Name Address Default
Register Value

Range Description

Present CO2 PPM 30001 - 30002 Display Only NA These paired registers contain the present CO2
parts per million.

Present Relative Humidity 30003 - 30004 Display Only NA These paired registers contain the present rela-
tive humidity percentage.

Present Temperature 30005 - 30006 Display Only NA These paired registers contain the present ambi-
ent room temperature in degrees F.

Command Description

04 Read input registers (refer to Tables B2 through B4).

06 Write registers (refer to Tables B2 through B4).

16 Write multiple registers (refer to Tables B2 through B4).

Table BB2. MModbus® 4-BByte FFloats -  RRead-OOnly PProperties

Table BB1. TTri-SStat SSupported SStandard MModbus® Command FFunctions
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Modbus® 4-BByte FFloats - RRead/Write PProperties
The 4-byte floats with read and write properties detailed in Table B3 allow the configuration of gain and offset vari-
ables that affect the measurement accuracy of the three sensors.

Name Address Default
Register
Value

Range Description

Lowest CO2PPM 30007 - 30008 Present
Value

Any Value These paired registers allow the display of (or change to)
the lowest CO2PPM value in the past 24 hour period.  Any
value written to this object will reset the Lowest CO2 PPM
to the Present CO2 PPM value.

CO2 Gain 30009 - 30010 1 0 - 100 These paired registers allow specifying a gain value to the
raw CO2 sensor reading or to the Ebtron factory gain
adjustment setting.

Relative Humidity
Gain

30011 - 30012 1 0 - 100 These paired registers allow specifying a gain value to the
raw Relative Humidity sensor reading or to the Ebtron fac-
tory gain adjustment setting.

Temperature
Gain

30013 - 30014 1 0 - 100 These paired registers allow specifying a gain value to the
raw Temperature sensor reading or to the Ebtron factory
gain adjustment setting.

CO2 Offset 30015 - 30016 0 +/-10,000 These paired registers allow specifying an offset value to
the raw CO2 sensor reading or to the Ebtron factory offset
adjustment setting.

Relative Humidity
Offset

30017 - 30018 0 +/-100 These paired registers allow specifying an offset value to
the raw Relative Humidity sensor reading or to the Ebtron
factory offset adjustment setting.

Temperature
Offset

30019 - 30020 0 +/-200 These paired registers allow specifying an offset value to
the raw Temperature sensor reading or to the Ebtron facto-
ry offset adjustment setting.

Table BB3. MModbus® 4-BByte FFloats - RRead/Write PProperties
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Modbus® 2-BByte RRegisters - RRead/Write PProperties
The 2-byte registers with read and write properties detailed in Table B4 allow configuration of the variables that affect
the accuracy of the three sensors.

Name Address Default
Register
Value

Range Description

Elevation of Tri-Stat 30021 0 feet 0-5000 feet This register allows specifying the elevation that
the Tri-Stat is installed in feet above sea level.

CO2 Sample Rate 30022 10 seconds 1-600 seconds This register specifies how often the CO2 sensor is
sampled in seconds.

CO2 Sensor Calibration 30023 -1 0 to 10000 ppm This register allows calibration of the CO2 sensor.

CO2 Sensor ABC Logic
Disable

30024 1 Either 1 or 2 Writing a 1 to this register will turn the ABC Logic™
on; writing a 2 will turn it off. This data is non-
volatile and is saved by the CO2 module.

Tri-Stat Time: Hours 30025 0 0 - 23 This register allows setting the current hour of
time.

Tri-Stat Time: Minutes 30026 0 0 - 59 This register allows setting the current minute of
time.

Float Invert 30027 0 0 or 1 This register allows change to the order of register
that is read or written first in the 4-byte floats.
When this register is set to 0 (default) the high
word is read or written first; when it is set to 1 the
low word is read or written first.

Factory CO2
Gain/Offset Status

30028 1 1 or 0 When this register is set to 1 (default) the CO2
sensor will operate with the Ebtron factory gain
and offset adjustment.  When this register is set to
0, the CO2 sensor will operate without the Ebtron
factory gain and offset adjustment.

Factory Relative
Humidity Gain/Offset
Status

30029 1 1 or 0 When this register is set to 1 (default) the Relative
Humidity sensor operates with Ebtron factory gain
and offset adjustment.  When this register is set to
0, the Relative Humidity sensor operates without
Ebtron factory gain and offset adjustment.

Factory Temperature
Gain/Offset Status

30030 1 1 or 0 When this register is set to 1 (default) the
Temperature sensor operates with Ebtron factory
gain and offset adjustment.  When this register is
set to 0, the Temperature sensor operates without
Ebtron factory gain and offset adjustment.

Temperature Units of
Measurement Units 

30031 0 0 or 1 This register allows setting the temperature meas-
urement units of register 30005/30006 to
Fahrenheit or Celsius.  When this register is set to
0 (default) the unit of temperature measurement
is Fahrenheit. When set to 1, the unit of tempera-
ture measurement is Celsius.

Table BB4. MModbus® 2-BByte RRegisters - RRead/Write PProperties
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